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ASANIHD 


2 Names of parts 









Door switch - PC board 
Z ye f° (Steering wheel 
control board) 


PC board Monitor adjustment 





Seat unit 
Seat adjust lever 
Joint fitting A 

Main unit 


Maintenance 
door 


Coin retum port Coin door Adjuster 
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3 How to play 





“THRILL DRIVE 2’ is the second version of a unique driving game with the concept “Crisis 
and panic management when driving”. You can maneuver your car, jumping, tilting sideway, 
rushing up and down a cliff and doing many other terrific and comical car actions out of the 
real world. Try to reach the goal within the time limit. _ In a networked play, up to 4 players 
can drive in competition. 


HHow to play nn 9s ee ss ee ee ee ee es 


4 Put a coin(s) in the slot. 
The “SELECT CAR’ screen appears. 


2 Choose a player car on the “SELECT CAR” screen. 

Use the steering wheel to choose a car and step on the accelerator pedal or 
press the start button to decide it. 
If the shift lever is set to neutral, the AT (automatic transmission) mode is selected. 
If the lever is set to up side or down side, the MT (manual transmission) mode is 
selected. 

“AT ...... Gearshift is not needed during the game play. 

MT ..... Gearshift is needed during the game play. 


When the player car is decided, the “SELECT COURSE’ screen appears. 


3 The following courses can be selected on the “SELECT COURSE” screen. 
“JAPAN 
-EUROPE 
USA 
When other players join the game, the course is decided by majority. 
In case of a tie, priority will be given to “JAPAN”, “U.S.A.” and “EUROPE?” in this 
order. 


4 When the above selection is made, what has been chosen will appear on the 
screen and the game will start. 


§ If a player reaches the finish line within the time limit or the time is up, the game is over. 


When the game is over, the race resuits are displayed and the player's driving 
technique is judged by analysis graph or scores. 


Joining the game halfway = = = eee ee eee ee eee 


Nobody can join the game halfway. 


Mi Continuing the game = = = = sees] =522 22282220505" 


Once the game is over, the player can not continue the game. 
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3 How to play 
rr 
KONAMI website ranking event(= === ees 2 ae eee eee 


By setting “INTERNET RANKING’ on the “GAME OPTIONS’ screen to “YES”, the 
player can join the ranking event in KONAMI website. 


Ranking-in the procedure 
4A password is displayed when the player reaches the goal in the one-player 
mode and the game is over. 





2 Note down the password and access the KONAMI homepage at the following 


website. 
http:/iwww.konami.co.jplam/AM_English 


3 Enter the specified items and get them registered for ranking in. 
-The above KONAMI website can be accessed from the player's computer 
or other terminal, not on the game machine. 
The player is expected to pay the access cost. 


The schedules and durations of ranking events will be separately introduced. 
(Keep in mind that those events will not be held for some reasons.) 
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4 Opening and closing the doors 


4-1 Opening and closing the maintenance door 


Hi How to open the maintenance door = = = ae ee Ee Se eee 


“Take care.not to apply any load or impact to the maintenance. door when 
it is open. 
“Aes eho te macaroni be wen So ENECK that Bye Gir le che 













1 Ie Insert the attached maintenance 


key in the maintenance door and Maintenance door, 
turn it clockwise. NIP Sa 


ri 














2 j Open the maintenance door. 











Hi How to close the maintenance doore= == == om me me me ee ee ee 


1 I Close the maintenance door. 


2 | Turn the maintenance key counterclockwise and draw it out. 
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4 Opening and closing the doors 





4-2 Opening and closing the coin door 


Wi Opening and closing the coin door and removing the coin box = = = = = 


 sTake. care not to apply any lisad ot ieipact to the cbin door whon itis open. 
«Securely lock the door for protection against burglaries... 
: -Note that the coin box ie considerably heavy to take outfit i full of coins 













in the coin door and turn it 


1 | Insert the attached coin door key 
clockwise. 


2 | Open the coin door and take out 
the coin box. 








1. J You will find the coin box when the 
coin door is opened. 
The coin counter is located under 
the coin box. 


*To move the coin counter onto the 
service panel, see page 44. 
MEMO 
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5 Networking and Game settings 


5-1 How to networking the machine 


lH Using two sets of this product, up to four network-compatible machines can be 
interconnected for networked play. To enable the networked play, connect the 
accompanying networking cable to the network pin jacks of the cabinet. 


A 


“sWhen using the game machine independently, do not connect anything to 
.the pin jack for network connection. 
|» For networking, leave open the not-to-be-used network pin jacks. 
*The network connection pin jack is dedic ted to the “THRILL DRIVE 2” 
“cmachine.: Never use it for any other. game ‘machines and audio-visual 
equipment. Be sue merely, it to interconnect the same “THRILL DRIVE 2” 
machines. 
*Be sure to use the accompanying: essai cable or the substitute cable 
described on page 60. 
When the machines are. networked, be sure to make the “NETWORK ID” 
a in ‘the “NETWORK OPTIONS” screen-on page 32... Then make 








Pin jacks for network connection. 
Coad lls bob Peat 


Networking cable 











5 Networking and Game settings 





5-2 Checking the game performance 


When the power switch is turned ON, the self-diagnostic test will get started. The test 
results will be displayed on the screen. If the machine fails to switch on, check the 
main power switch and the sub power switch to see if they are both on. 

(See page 42) Keep in mind that the power does not turn on if the back door is not 
tightly closed. 


For ietiaaieig, be sure to connect with the same “THRILL DRIVE 2 
“machine... 2 
ae ‘not change the DIP. switch setting ofthe machine to other than factory 


“lf an ‘abnormality persists or the machine does not operate properly, 
owe ‘switch, unplug the power cord from 





HResult of self test = = = mea eee eee eee ee eee ee 
/ltest is OK 


- The steering wheel and other components are automatically repositioned. The 
machine then goes to the game mode and the demonstration game gets started. 









If any abnormality is detected 
-"BAD’ or “HARDWARE ERROR (+««)” appears on the screen, and the checking 
is repeated. 

“SYSTEM WORK BACKUP DATA ERROR’ appear, press the test button on the 
service panel. (The device settings will be back to the factory settings.) 





If “OPTION SETTINGS BACKUP DATA ERROR.” and “PRESS TEST SWITCH 
TO INITIALIZE.” appear, press the test button on the service panel. 
(The settings will be back to the factory settings.) 


if “RECORD BACKUP DATA ERROR.” and “PRESS TEST SWITCH TO 
INITIALIZE.” appear, press the test button on the service panel. 
(The course record will be back to the factory setting.) 


If “BOOKKEEPING BACKUP DATA ERROR.” and “PRESS TEST SWITCH TO 
INITIALIZE.” appear, press the test button on the service panel. 
(The bookkeeping data will be back to the factory setting.) 


If an abnormal display continues or the machine does not operate normally, 
immediately turn OFF the main power switch and contact your nearest dealer. 
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5 Networking and Game settings 





5-3 Repositioning the steering wheel and others 


After the self-test, the positions of the steering wheel, accelerator pedal and brake 
pedal are corrected automatically. 
Then “DO NOT TOUCH THE CONTROL DEVICES WHEN THE MACHINE IS 
BEING INITIALIZED.” appears on the screen. With the message onscreen, never 
touch the steering whee!, accelerator pedal and brake pedal. At this time, the 
steering wheel turns itself several times clockwise and counterclockwise. 


Result of position check @ == = = SEES Se eee 


(If test is OK 
¢When the position check is over, the operation mode returns automatically to 
the game mode. 


If any abnormality is detected 
The result of check is displayed as follows on the screen. 
“Steering wheel abnormal 
The message “DEVICE ERROR (STEERING WHEEL)’ appears on the screen. 
What to do ............ The steering wheel control exceeds the correctable range 
or the steering wheel reaction device is out of order. Make 
the adjustment by referring to “7-4 Replacing and adjusting 
the potentiometer” in pages 48 to 50. 
«Accelerator abnormal 
The message “DEVICE ERROR (ACCELERATOR)’ appears on the screen. 
What to do ............ The accelerator control exceeds the correctable range. 
Make the adjustment by referring to “7-4 Replacing and 
adjusting the potentiometer” in pages 51 and 52. 








*Brake abnormal 
The message “DEVICE ERROR (BRAKE)” appears on the screen. 
What to do ............ The brake control exceeds the correctable range. Make the 


adjustment by referring to “7-4 Replacing and adjusting the 
potentiometer’ in pages 51 and 52. 








If any of the above signs is displayed, press the test switch on the service panel to go 
to the test mode. (The “MAIN MENU” screen shows up.) Then choose “I/O CHECK” 
to check the device which shows the error. If the "DEVICE ERROR (+++«)"is still 
displayed after the adjustment, the device itself may be in trouble. Immediately turn 
OFF the main power switch, unplug the power cord and contact your nearest dealer. 

If the “GAME MODE?’ is selected on the “MAIN MENU” screen with some troubles of 
any devices, the game may not be played normally. 


If an abnormality persists or the machine does not operate properly, immediately turn 
OFF the main power switch, unplug the power cord from the receptacle and contact 
your nearest deaier. 


Wi Setting the ime ee ee oe oe ee ee ee 


if the timer is not set yet in the “BOOKKEEPING’, the following message appears on 
the screen. 

“PLEASE SET THE TIME FOR THE BOOKKEEPING” 

Press the test button, and the “MAIN MENU” screen shows up instead in the test 
mode. Select the “BOOKKEEPING” screen and set the time. Without this setting, 
the above message appears each time the machine gets started. 
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5 Networking and Game settings 





5-4 Setting and adjustment of game mode 


Manually make, check and change the settings for the screen displays and game 
contents. 


WStarting the test mode ee eee ee ee 


1 Turn ON the power switch. 

2 Press the test button on the service panel during the game mode demo (during 
the game mode demo of all the game machines in the case of networking). 
(Hold down the test button and turn ON the power switch. The current settings 
are cleared and the factory settings are restored.) 

‘The main menu appears on the screen. 


HE Quit the test mode es ee eee eee 


1 Choose the “GAME MODE’ from the main menu by the shift lever. 
2 Press the start button. 
‘Then, the screen returns to game mode. 


MAIN MENU 
¥Checking the controls. —> Page 27 
ij distorti —> Page 28 
fj the display color. --> Page 28 
¥Checking the disk media. --> Page 28 
C.G. r —> Page 29 
sound options. —> Page 29 
¥Setting various game CEES. —> Page 30 
*¥Setting various coin option: --> Page 31 
¥Setting yovge atwork op gi optons —> Page 32 
¥Calibrati —> Page 34 
eReuming ath sot ot to th pie acon ones —> Page 38 
ming ail the IS e ones. --> Page 
¥Returning the game mode. 











*lf the time is not set yet, “> <” starts flashing around “BOOKKEEPING” to 
prompt you to set the system clock. 
MEMO 






WiSelecting each mode = m= a= mm oe oe oe ee ee ee eee 


How to select each mode from the main menu 
‘SELECT --> Move the shift lever up side or down side. 
SE) --> Press the start button. 


After selecting a mode, refer to the page on which that mode is described in details. 
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5 Networking and Game settings 





5-5 Mode descriptions 


lf The original factory settings are displayed in green; the changed settings are 
displayed in red. 
‘To change the settings, move the shift lever up side or down side to select an item, 
and press the start button to enter it. 
‘After the setting change, select “SAVE AND EXIT” and press the start button. 
The settings are saved automatically and the screen returns to the main menu. 
‘If “EXIT” is selected after the modification of the settings, the following message 
will appear: 


NEED TO PRESS START SWITCH 
YOU DID NOT SAVE. DO YOU WANT TO SAVE? [YES / NO] 


Select “YES” or “NO” by shift lever up side or down side and set it by pressing the 
start button. 

If “YES” is selected, the new settings will be saved with “NOW SAVING’ displayed 
and the screen will return to the main menu. 

If “NO” is selected, the new settings will not be saved with “NO MODIFICATION” 
displayed. 


elf “FACTORY SETTINGS?’ is selected and the start button is pressed, all the 
settings of the mode will be back to the factory ones. 
MEMO 





lO CHECK 


ll Mode for checking the performance each control. 
To return to the main menu screen, hold press the start button and move up side 
the shift lever. 





Checking the controls 


Shows the voltage of the game PCB unit. 


vO CHECK Shows the condition of each switch. 
*ON .. The swit 


VOLTAGE 





GEAR SHIFT L 
an The marker position changes to show the input value. 
Sissy een an ADC: Value before correction from the A/D converter. 

a fe ae ee Shows the value for the steering wheel in decimal 
Sa decimal) notation. 

@ steering wheel is set properly when it is fully 
turned clockwise and the red “I” mark comes to the 
“RIGHT” position as well as when it is fully turned 
voispeat y counterclockwise and the mark comes to the “LEFT” 
SN position. 

Shows the value for the accelerator pedal in decimal 
(hexadecimal) notation. 
The accelerator pedal is set properly when it is 
released and the “I” mark moves to “MIN” as weil as 
when it is fully pressed and the mark moves to “MAX”. 


aoe 

i isi hexadecimal) notation. 

“This screen is just an example. The brake pedal is set properly when it is released 
and the “I” mark moves to “MIN” as well as when it 
is fully pressed and the mark moves to “MAX”. 


Check the steering wheel reaction device by putting 
down side the shift lever while pressing the start button. 
The steering wheel turns automatically 

clockwise and counterclockwise by turns during 
checking. Then, make sure that the “I” mark moves 
accordingly to the right and left on the meter which 
shows the value for the steering wheel. Do not touch 
the steering wheel while this checking is conducted. 








elf the steering wheel or the 
accelerator pedal is not correctly 
adjusted, make an adjustment by 
referring to “7-4 Replacing and 
adjusting the potentiometer” on 


page 48 to 52. 
MEMO 
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5 Networking and Game settings 








SCREEN CHECK 


r Adjusting the screen distortion 
@ Mode for checking the screen display. 
Adjust the focus, distortion and size of the image on the screen while watching the 
crosshatch pattern. Use the monitor adjustment PCB to make adjustments. 
To return to the main menu screen, press the start button. (See page 57) 


COLOR CHECK 


Adjusting the display color 
i Mode for checking the display color. 
Make the adjustment using the monitor adjustment PCB so that the colors of the 
color bars should appear properly graded and the background should become black 
sufficientry. Use the monitor adjustment PCB to make adjustment. (See page 57) 
To return to the main menu screen, press the start button. 


DISK MEDIA CHECK 


Checking the disk media 
@ Mode for checking the disk media 
In this mode, the disk media check sums are checked one after the other. “OK” 
appears on the screen when not in trouble: “BAD” if in trouble. When the machine 
is put into this mode, tilt down the shift lever to start checking automatically. 
Press the start button to interrupt checking or return to the main menu screen. 


DISK MEDIA CHECK 


DISK MEDIA CHECK 


Counts down from “100”. 
Checking is complete when at “0”. 


PRESS START BUTTON = EXIT 


When the disk media have been completely checked, “OK” appears. 
If anything wrong is in the check results, “BAD” appears. 
DISK MEDIA CHECK BAD 





* If “BAD” appears, immediately turn OFF the main power switch, unplug the AC 
power cord from the receptacle and contact your nearest dealer. 
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5 Networking and Game settings 









C.G. CHECK 


Checking the C.G. performance 


i Mode for checking the function of the C.G.. 
Watch the screen in this mode to make sure the images appear correctly. 
To return to the main menu screen, press the start button. 


C.G. CHECK 


Two cubes are rotating entangled 
with each other. 


Another cube is shown coming up 

the foreground and down the background 
and rotating alternately opaque and 
translucent. 





SOUND OPTIONS 






Setting various sound options 


Mode for setting and checking the sound options. 
Move the shift lever up side or down side to select an item, and press the start 
button to enter it. 
To return to the main menu screen, select “SAVE AND EXIT’ or “EXIT” and press 
the start button. 









Tums on and off the demo play sound. 
Sound 


SOUND OPTIONS *ALL THE TIME ..... always on. 
ONCE EVERY 4 CYCLES Sound on every 4 cycles. 
*COMPLETE OFF Sound always off. 


Tums on and off the background music during the 








Background music on. 
Background music off. 


You will hear a “do-re-mi...” musical scale from the 
Leanne ae ar ree left speaker first and then from the right speakers. 
EAM IN ATTRACT MODE eee This is repeated twice. 

(The second round is given sound effects.) 


Adjusts the background music volume level from 

0 (mute) to 30 (maximum). 

*To raise the sound level, hold press the start 

NOIRE everet a bution and move up side the shift lever. 

Sa esha cBE Ge. «To lower the sound level, hold press the start 
PEERUAE IES on. Sas button and move down side the shift lever. 


Adjusts the sound volume level from 

0 (mute) to 30 (maximum). 

¢To raise the sound level, hold press the start 
button and move up side the shift lever. 

To lower the sound level, hoid press the start 
button and move down side the shift lever. 


This screen is just an example. 


Sets whether shouting is on or off during the attract 
mode. 





-OFF No siren is heard. 


Press the start button to clear all the settings in 
this mode back to the factory settings. 
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5 Networking and Game settings 





AME OPTIO 





: Setting various game options 
Hi Mode for setting and checking the game options. 
Move the shift lever up side or down side to select an item, and press the start 
button to enter it. 
To return to the main menu screen, select “SAVE AND EXIT or “EXIT” and press 
the start button. 


¢When networking the machines, be sure to set all the machines to the 
same settings. (except for the “NETWORK ID” settings in the “NETWORK 
OPTIONS” screen) 





Sets a difficulty level for each mode. (from the 8 levels.) 
1:EASIEST Easier 














GAME OPTIONS 3EAS) 
4:MEDIUM——___————_- Standard 
5:MEDIUM HARD 

Harder 


The on-screen display appears ony in English, not 
selective for any other languages. 


Sets the unit of currency appearing on the screen. 
*U.S. DOLLAR Currency of U.S.A. 
urrency of HONGKONG 
Selects the speed meter display. [km/h] or [MPH] 
=o the return force of the steering wheel. 








Sets whether to take or not the course record. 
-YES..-Takes and initializes the course record. 
+NO.....Does not take and initialize the course record. 





*This screen is just an example. 

Sets whether to provide or not the Internet ranking. 

*YES...The Internet ranking password is displayed 
when the current play is over. 

-NO.....No password is displayed even when the game 
is over. 


Clears the ranking data. 


Press the start button to clear all the settings in this 
mode back to the factory settings. 
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5 Networking and Game settings 





COIN OPTIONS 


. Setting various coin options 
@ Mode for setting and checking the coin options. 
Move the shift lever up side or down side to select an item, and press the start 
button to enter it. 
To return to the main menu screen, select “SAVE AND EXIT” or “EXIT” and press 
the start button. 





*The coin setting options are not displayed when “FREE PLAY” is set to 
“YES”. In such case, remember the game will be free. 





COIN OPTIONS 















Sets the credits of coin slots common or independent 

when two or more coin slots are available. 

*COMMON............. When two or more coin slots are 
available, their credit is common. 

-INDEPENDENT....The credit of each coin slot is 

Be 2530) independent. 

OW yeahs 

as Sets the number of credits for a coin. 

(16 COINS 1 CREDIT to 1 COIN 1 CREDIT.) 


Sets the number of credits required to start the game. 
(1 CREDIT to 16 CREDITS.) 


= a Press the start button to clear all the settings in this 
«This screen is just an example. mode back to the factory settings. 
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5 Networking and Game settings 





NETWORK OPTIONS 


Setting various network options 

Bithis mode is used to set the network ID and to check the networking condition of 

each networked machine. 

When the machines have been networked, be sure to check the networking condition 

on this screen. 

Move the shift lever up side or down side to select an item, and press the start 

button to enter it. 

To return to the main menu screen, select “SAVE AND EXIT” or “EXIT” and press 


the start button. 


eWhen networking the machines, be sure to set all the machines to the 
same settings. (except for the “NETWORK ID” settings in the “NETWORK 
OPTIONS” screen) 

*lf any of the three items responds incorrectly, it indicates possible 
communication malfunction. 

elf the machine still shows the same trouble or any troubles that are not 
discussed in this manual, immediately turn OFF the main power switch, 

unplug the power cord and contact your nearest dealer. 























NETWORK OPTIONS 
NO 1 Shows network ID. 
Enters different numbers (machine numbers) to the 
monitors of the machines that will be networked. 





Sets the waiting time for networking. 
Choose from 8, 12, 16, 20, 24, 28 and 32 seconds. 


Press the start button to clear all the settings in this 
mode back to the factory settings. 


The current network conditions appear. 
The “F’ mark is moving from left to right when the 
machine is networked. 


“DNC” (Did Not Connect) appears if the machine is 
«This screen is just an example. not networked. 


Check items (Watch the screen for longer than 1 minute and make sure the following 3 conditions are met.) 
-Check that the “I” mark in the STATUS column is moving from the left to the right at a fixed 
speed. 

-Check that the value in the ERROR column is below “10” after one minute. 

-Check that the value in the DOWN column does not change from “0”. 
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‘5 Networking and Game settings 





W@iScreen display when game machines are networked = = == == == am mm om mn mm 


*Two machines are networked. (2-P PLAY) 
Screen for player 2 
NETWORK OPTIONS 


NETWORK 
GAME JOINING PERIOD 


Screen for player 1 













NETWORK OPTIONS 


¢Four machines are networked. (4-P PLAY) 
Screen for player 1 Screen for player 2 
NETWORK OPTIONS NETWORK OPTIONS 





a eae 
oer a 


ETTINGS 
iain (hs 


STATUS 


SETTING 





*This screen is just an example. 
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5 Networking and Game settings 


CALIBRATION 


Calibrating the steering wheel, etc. 
HiMode for calibrating the steering wheel, accelerator pedal and brake pedal. 
When “DEVICE ERROR (++«+)” appears in the self-test during system start-up, make 
the calibrations in this mode. 
Move the shift lever up side or down side to select an item, and press the start 
button to enter it. 
To return to the main menu screen, select “EXIT” and press the start button. 





CALIBRATION 






Adjusts the brake pedal. 


Press the start button to clear all the settings 
in this mode back to the factory settings. 


*This screen is just an example. 





*For the details of calibration of each device, see next page. 

When the calibration is performed and “ERROR’ appears, follow the “7-4 Replacing 
and adjusting the potentiometer” on page 48 to 52. 

¢Press and hold the test button and turn ON the power switch, the current 
correction value is also cleared. 





MEMO 
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5 Networking and Game settings 
LL 


*To calibrate the steering wheel 
Adjust the potentiometer so that the input value is not off-scale on the “/O CHECK” screen when fully steering 
to the right and left. The input value, ranging from 0 to 65535, becomes 0 or 65535 when off-scale. 
Choose “STEERING WHEEL’ and press the start button so that the screen shown below appears. 
Follow the instructions on the screen to make the steering wheel calibration. 
At first, the following message appears. Set the steering wheel to center (straight run) and press the 
start button. 


POSITION THE STEERI 


Pp a 





Then, the following message appears. Tum the steering wheel fully counterclockwise and press the 
start button. 


TURN THE STEERING TO LEFT FULLY 





*To calibrate the accelerator pedal and brake pedal 
For the accelerator pedal and brake pedal, adjust the potentiometer so that the input value is not off-scale on 
the “l/O CHECK” screen when stepping all the way on the pedal or releasing it. 
The input value, ranging from 0 to 65535, becomes 0 or 65535 when it comes to the limit. 
Choose “ACCELERATOR” or “BRAKE” and press the start button. The messages shown below appear. 
Follow the instructions on the screen to make the calibration. (The figures below are for “ACCELERATOR” 
selected.) 


At first, the following message appears. Never touch the accelerator pedal. 






DO NOT TOUCH THE ACCELERATOR 


Then, the following message appears. Step fully on the accelerator pedal and press the start button. 





In the event of a calibration error, “ERROR” appears. If ERROR’ is still displayed, contact your nearest dealer. 
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5 Networking and Game settings 





BOOKKEEPING 


Displaying the bookkeeping information of coins 
a Mode for displaying the total data on the number of coins put in the machine. 
If the time is preset on the “CLOCK SETUP” screen, the total data on the number of 
coins put into the machine can be checked. 
To return to the main menu screen, select “SAVE AND EXIT” or “EXIT” and press 
the start button. 


BOOKKEEPING 












Sets the current hours (in the 12-hour system). 
Sets the current minutes. 
Sets the current seconds. 


Saves the current time and goes to the 
“BOOKKEEPING’ screen. 

SOS Oe Ee ee, at 
saved here, the time is not reflected. 


Retums to the main menu screen without saving 
the time. 


Displays the time in the built-in calendar memory 
in the 12-hour 


‘This screen is just an example. (6:20:19 in the afternoon shown here) 





eJust when the machine has been set up or initialized, set the time in this screen. 
*When the time setting has been modified, the bookkeeping information is 
automatically cleared. With the current time not set, the total of received 
coins and other bookkeeping data are not displayed. (The data once erased 
can not be resumed.) 





MEMO 


@ When the time has been preset on the “CLOCK SETUP” screen, as shown on the 
preceding page, the following each “BOOKKEEPING? is displayed on the screen. 
Each time the shift lever up and down, the screen changes as follows. 

To return to the main menu screen, press the start button on each screen. 





With the current time already set, the current time and the total coin data can be 
cleared by moving up the shift lever and pressing the start button on each screen. 
In such case, “DO YOU WANT TO CLEAR ALL BOOKKEEPING DATA? YES/NO” 
appears. Moving the shift lever up or down, select “YES or “NO” and press the 
start button. 

If “YES” is selected, the question for re-confirmation appears on the screen. 

If “YES” is selected again, all the bookkeeping data are deleted and “CLEAR 
COMPLETED?’ appears on the screen, the data is saved as was set at the time of 
shipment and the main menu appears again automatically. 

If “NO” is selected, “NO MODIFICATION” is indicated and the main menu appears 
again without deletion of the data. 
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5 Networking and Game settings 





Screen of the total number of coins for last 7 days 
BOOKKEEPING 


DATA OF 














oe Number of coins of today. 
Py NAw Waste — Average number of coins of last 7 days. 
a Total number of coins after the time being set. 


Number of coins of yesterday. 

Number of coins of 2 days ago. 
Number of coins of 3 days ago. 
Number of coins of 4 days ago. 
Number of coins of 5 days ago. 
Number of coins of 6 days ago. 


"0" appears for the day whose data is not totalized. 
-This screen at left is just an example. 


Number of coins of 1 week before. 
Number of coins of 2 weeks before. 
Number of coins of 3 weeks before. 





eras) 
HOLD GEAR SHIFT UP + PRESS 
















Total number of coins after the time being set. 


Number of coins for Sunday. 
Number of coins for Monday. 
Number of coins for Tuesday. 
Number of coins for Wednesday. 
Number of coins for Thursday. 
Number of coins for Friday. 
Number of coins for Saturday. 


GEAR SHIFT UP/DO! 1 camer ae 4 "0" appears for a day of the week whose data is not 
fale) m eR Ci=7\ B15 Meee BUTTON = DATA CLEAR totalized. 
-This screen at left is just an example. 


Total play time since the setting of time. 
Average play time. 


Longest play time. 
Shortest play time. 


Total count for coin slot 1. 
Total count for coin slot 2. 


Total number of coins since the setting of time. 
Total number of coins for solo play. 


Ee “This screen at left is just an example. 





5 Networking and Game settings 
se 


Screen of the total number of coins per hour. 
BOOKKEEPING 







Total number of coins per hour. 


"0" appears for the hour whose data is not totalized. 


-This screen at left is just an example. 


ALL FACTORY SETTINGS 


Returning all the settings to factory ones 
@ Mode of returning all the settings of each mode to their factory settings. 
Move the shift lever up or down to select “YES” or “NO”. Press the start button to 
enter the decision. 
When “YES?” is selected, you are requested to confirm it. When “YES” is selected 
again, all the settings of each mode will be returned to their factory settings with 
“NOW SAVING’ appearing on the screen. The main menu screen will then show 
up itself. 
If “NO” is selected, “NO MODIFICATION” is indicated and the main menu appears 
again without saving the data of changed settings. 


ALL FACTORY SETTINGS 


When “YES is selected, 
you are requested to confirm it. 





-This screen is just an example. 
Mode for returning to the factory settings 


“SOUND OPTIONS 
-GAME OPTIONS 
‘COIN OPTIONS 
“NETWORK OPTIONS 
-CALIBRATION 
-BOOKKEEPING 
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6 Installation and assembling 





6-1 Mounting the seat unit 


Hi How to mount the seat unit ss me eee ee eee ee ee ee 


A. 


‘When moving the units, use care not to apply undue force to opening and 
closing parts as well as moving parts. 

“When installing the main unit and ‘seat unit take care not to catch the 
your hand. penta : 




















1 [| Fix the attached joint fittings A and 
joint fittings B temporarily to the 
seat unit. 


Joint fitting A 


Seat unit M8xX35L 


The figure shows the example of the right seat. 
For the left seat, change the positions of the joint 
fittings A and joint fittings B. 








and temporarily fix the joint of the 


2 | Fit the main unit and the seat units 
main unit. 














*After finishing the “6-2 Fastening the adjusters” on page 40, tighten the joint 
securely. 
«The connectors existing between the main unit and the seat unit will not be 
used here. Push them into the main unit. 

MEMO 
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6 installation and assembling 


6-2 Fastening the adjusters 
WR How to fasten the adjusters = = =—_=_<-<(=9<—<_-<—<==s == 5 08 me 





*Adjust the adjusters so that the casters do not touch the floor. Take care 
not to exceed the maximum adjusting height of the adjuster. i 
°Make all the unit 12 adjusters come in contact with the floor, tighten them 
with hexagon nuts after making sure that all the units are placed stably in 
a horizontal position. 
















Caster on the seat units side 


Lift caster about 
5 mm (0.2in) from the floor. 




















6 Installation and assembling 





6-3 Setting the memory card 


Hi How to set up the memory card om sm mmr mm mm om on ne oe oe 


A 


*Before setting the memory card, be sure to turn OFF the main Power switch 
and unplug the power cord from the receptacle. / 

*There is high voltage inside the machine. Only the qualified industry 
specialist is allowed to open the back door. With the back door open, be 
very careful not to touch the monitor and its nearby parts. 

*if the sub power switch of the service panel is turned OFF without turning 

OFF the main power switch of the power unit, some parts in the units 

remain live. When opening the back door, be sure to.turn OFF the main 

power switch and unplug the power cord. from the receptacle. 



















switch is turned OFF and the AC 


1 | Make sure that the main power 
power cord is unplugged. 


2 | Remove the screws of the back 
door. 


key, turn it clock wise and remove 


3 | Insert the attached maintenance 
the back door. 













“Never touch any part over the 
“DANGER: HIGH VOLTAGE” area 


4 Insert the memory card of this kit in 
the upper slot (SLOT2) of the PCB 
unit on both the 1P and 2P sides. Be | -The same memory card is used for the 
careful notto tum the card upsidedown. | 1P and 2P sides. 

















*There are two memory card slots in the PCB unit. Be sure to insert the 
memory card, with the printed side up, deep into the upper slot (SLOT2). 
With the card in, make sure the eject button beside the slot is out. 

* For both the 1P and 2P sides, be sure to insert the memory card of this kit in the slot. 


MEMO 
5 j Fit the back door back in position. Lock the door with the maintenance key. 


6 Fix the back door tightly with the three screws. 
(Loose screws may activate the door switch, which keeps off the power.) 
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6 Installation and assembling 


6-4 Power unit 


Wi Power unit a es eee 


The power unit is located on the back of main unit. 












¢ chi i Only ¢ ‘the: qualified industry 
> the door. ‘With the back door open, be 


$ nearby parts.. 
panel is turned OFF. without furning : 
wer unit, ‘some parts | in the. units 








: remain five. When opening the 
power switch and ‘unplug the power cord: from the receptacle. 








Power unit 
Circuit protector(10A) Malin power switch 


(4) 
('d)} 





© Oo 


Power inlet Pin jacks for network 
fon 








AC power cord 











6-5 Service panel 


WService panel ee eee eee ee ee 


Using the accompaying maintenance key, open and detach the maintenance door 
to access the service panel inside. 








Service panel 
Demagnetizing button (left) 
@ | Demagnetizing button (right) 
oO Test button (left) 


I 
o--6-+ Test button (right) 


a Service button (left) 
o-— O-- Service button (right) 
—-}-=—— Sub power switch 


aa 


@ ‘@| _ (for two pieces) 











6 Installation and assembling 





6-6 Splitting into and moving of units 


Mi How to separate the units a ee eee 
The machine can be divided into the units. 


A. 


“Before separating. the units from the machine, be‘sure to.turn OFF the 
main power switch and remove the power cord plug from. the receptacle. 
*Before moving the machine, be sure to turn OFF the main power switch, 
unplug the power cord, from the receptacle and remove the power cord 
and networking cable from the machine. = ; 
'*Before moving the machine, fully screw up all-adjusters. Move the. 
machine on the casters. as : ‘ 
*When moving the units, use care not to apply undue force to opening and 
. Closing parts as well. as moving parts. BREE Seek. 
*When connecting the separated un 













take care not to catch the your hand 











WiSeparating the cockpit unit and the screen unit == mm am me os ome ee oe oe oe a 





switch and unplug the AC power 


1 | Be sure to tum OFF the main power 
cord from the receptacle. 


2 i Disconnect the main unit side of the | Screws 











3 [ Raise all the adjusters and move 
the units on the casters. 
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6-7 Moving the coin counter 


The.coin counter was installed in the coin box when the machine left the factory, but it 
can be moved onto the service panel. 


Mi How to move the coin counter == we mm em am om om oe os ee 


he 


“Before moving the coin counter, be sure to turn OFF the main power switch 


and unplug the power cord from the receptacle. aoe : 
*There is high voltage inside the machine. Only the qualified industry 
Specialist is allowed to open the back door. With the back door open, be 
very careful not to touch the monitor and its nearby parts. 
“Ifthe sub power switch of the service panel is turned OFF without tuming ~ 
OFF the main power switch of the power unit, some parts in the units - 
remain.live. When opening the back door, be. sure to turn. GFF 
power switch and unplug the from 
-sWhen the. back door is clos 



















wh 


Be sure to tum OFF the main power 2 Sctews — Coin counter 
switch and unpiug the AC power 
cord from the receptacle. 
2 Open the coin door and remove the 
screw securing the coin counter. 


3 / Taking out the coin counter, 
disconnect the two connectors. 

















unscrew the blind cover to remove 
it from the service panel. 





4 | Open the maintenance door and 


5 Remove the back door off the main 
unit (see Steps 2 and 3 on page 
48). Move the two connectors to 
the service panel. 






al ¢ 
RY A =e) 
Rearsideof “7% | 
service 7 ( 
[He (hole) for & 
~ 


Connector (2P) 








ii] 






Gray Orange ==Gray| | 
fay 


6 [ Connect the connector and secure 6 [Ze 
the coin counter with the screw. d ia 







7 Screw down the blind cover 
(removed in Step 4 above) in the 4 C1 Blind cover 
position where there was the coin ? 9 
counter behind the coin door. { i 
— 
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7 Maintenance 





7-1 Replacing the coin selector 


Mi How to replace the coin selector == me ss mm mm mm me my amy coe on om mn no 


he 


Before replacing the coin selector, be sure to turn OFF the main power 
switch and unplug the power cord from the receptacle. Seg ac 

*Take care not.to apply any load or impact to the maintenance door when 
it is open. wees ee ; 2 

-*After closing the mai 3 door, be sure to check that the door is locked securely. 
“When replacing parts, be sure to use parts of the correct specifications. 

Never use parts other than the specified ones... 

*-sStrictly refrain from disassembly repair of parts which.are not indicated 














mbly and 
_in this manual, as well as settings and remodelling. 








switch and unplug the AC power 


1 | Be sure to tum OFF the main power | Maintenance door Lever 
cord from the receptacle. 


ND 


j Open the maintenance door. 


oO 


| Release the levers that fix the coin 
selector. See at right. 








4 Slide the coin selector to the right, 
and take it out. 








Fit the 2 projections of the coin 


5 | To fit a new coin selector 
selector to their mating notches. 


again, and close the maintenance 


6 | Lock the levers (in Step 3 above) 
door. 








7 Maintenance 





7-2 Replacing the fluorescent light 


MB How to replace the fluorescent light == == == == mm am ame ome mas oor oe oe es oo 





*Fhe fluorescent seat is hot 
Wait.until it. cools down a 
type — tube 32Wi1 


inthis manual, as woll as etti 





switch and unplug the AC power 


1 | Be sure to turn OFF the main power 
cord from the receptacle. 


lock screws off the top of the 


2 | Remove the fluorescent light unit 
billboard. 





position. Be careful not to hit 
against the ballast. 





3 | Lift the fluorescent light unit off 





4 Push one end of the fluorescent 
light in the direction of the socket. 
The other end of the fluorescent 
light will be datached from the 
opposite socket. 





reverse order. « 
Push in this direction 


5 | Install a new fluorescent light in the 











elt is recommended that the glow lamp should be also replaced. 
MEMO 
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7 Maintenance 





7-3 Replacing the start button 


Hi How to replace the start button == mm ae em ae me oe oe ee 


A. 


|. “Before replacing the button, be sure to. turn. OFF the main power switch 
and unplug the power cord from the receptacie.. - 5 
*When replacing parts, be sure to use parts of the correct specifications. 

Never use parts other than the specified ones. _ 


1 Be sure to tum OFF the main power rs QS 
switch and unplug the AC power ees ee 
cord from the receptacle. W\ ZEN) 

2 i Remove the screws and detach the a S 
button bracket. < Y 























ow 


I Remove the screw and detach the 
band from the button socket. 


4 |] Draw the socket out of the button. | »| 


5 Take the reverse steps to install the 
button into position. If the socket 
has been replaced, reconnect the 
cables as shown below. 






















‘The terminals on the LED PCB are marked with (+) 
and (-). Be sure to connect the orange wire to the (+) 
terminal and the white wire to the (-) terminal. 


MEMO 
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7 Maintenance 





7-4 Replacing and adjusting the potentiometer 
Wi How to replace the steering wheel unit potentiometer == == as am as as pe wn 


























*Before replacing the steering wheel el unit potentiometer, be sure to turn 
“OFF the main ower: witch and d unpiag the power cond from the 
remove it with care. 


: ptacie. es. : 
Since the rao wheel uniti is heavy, Si 
= I 3 ine. Onty the qualified industry 


backdoor. ‘With the back door open, be 
Se tech ae moar ce coutyeere 
_ aif the sub power switch of the service panel is turned OFF without turning 
OFF the main power switch of the power unit, some parts in the units: 
-aremain live. When opening the back door, be sure to turn OFF the main 
wer switch and unplug.the power cord from the receptacle. . 
n.mounting/dismounting the control panel, take care not to damage 
: the wires connecting the steering wheel unit and the main unit... 
“When: Never tre cur. parts, re sure to er pane ot of the ‘correct specifications. 
_-Sthety retrain rom ndlasseemly and repair of parts which re not indicted 
“inthis: manual,-as:-well.as ‘settings and: remodelling. - 


















1 Be sure to tum OFF the main power 
switch and unplug the AC power 
cord from the receptacle. 


2 |] Remove the screws of the back door. 


key, turn it clockwise and remove 


3 | Insert the attached maintenance 
the back door. 











[geceencevarrce Ail 


(Tay 


4 | Disconnect the four connectors 
shown at right. 

Disconnect the following connectors. 

*SHIFT 

*HANDLE 

*E-HL (HR) 

-Connector of the wires 
(black/white) without mark 


MEMO 


















7 Maintenance 





5 | Remove the screws off the control 
panel. 








6 Uf Pull out the control panel towards 
you. 
Take due xare not to drop the 
contro! panel. And take care that i 4 


tf 
the control panel does not damage | / CY / 





the monitor adjustment PCB. 








7 Loosen the two fixing screws, 
remove the screws off the 


the whole bracket. 










«If the lock screws are inaccessible, 
turn the steering wheel to make 
them accessible and easy to 


loosen. 
MEMO 
















8 Remove the hexagon nut and Spring washer Flat washer 


separate the potentiometer. 
Potentiometer bracket 
*When replacing the potentiometer ) 
with new one, be sure to first make [O} 
o 


the adjustment on the next page. H baie aR 


MEMO 









Potentiometer 
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Hi How to adjust the steering wheel unit potentiometer == == == m= am an om oe eu me 





1 “Fit the potentiometer projection to 
the smailest hole of the potentiometer 
bracket. Tighten up the hexagon 
nut. 


2 I Connect the wiring poperly. 








3 Grasp the potentiometer tip with 
your fingers and adjust it as shown 
in the figure. 


4 Turn the steering wheel to the 
original position, instal! the 
potentiometer bracket as it was and 
tighten the bracket with the two 
fixing screws securely. 








Adjust so that (-) mark on the potentiometer knob is 
aligned 


with the center terminal. 








*Even when the potentiometer bracket screw and the lock screws are tight 
enough, the potentiometer bracket is same what loose. Keep in mind that 
the bracket is not tightly locked. 

MEMO 


5 i Assemble the steering wheel unit to the main unit in the reverse order. 






6 Attach the back door in position, and turn the maintenance key 
counterclockwise. 


7 Fix the back door tightly with the screws. 
(Loose screws may activate the door switch, whitch keeps of the power.) 


8 [ Plug the power cord in the receptacle and turn ON the main power switch. 
Carry out “5-2 Checking the game performance” on page 24. 


9 | Cail up the “VO CHECK" screen, show on page 27. Move the steering wheel 
and make sure the “I” make comes to the LEFT and RIGHT positions. 
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Hi How to replace the pedal unit potentiometers == = == == == ee ae os on om oe os 


he 


-Bofore replacing the acceleration and brake pedal wcilt polentloinaesra,:be . 

sure to turn OFF the main power switch and unplug the power cord from 
the receptacle. 

*There is high voltage inside the machine. Only the qualified. industry 
specialist is allowed to open the back door. With the back door open, be 
very careful not to touch the monitor and its nearby parts. 

«if the sub power switch of the service panel is turned ‘OFF without turning 
OFF the.main power switch of the power unit, some parts in the units 
remain live.” When opening the back door, be sure to turn OFF the main 
“power switch and unplug the power cord from the receptacle. © : 

*When replacing parts, be sure to use parts oe ee 

} Never tune pratt other than the specified on 
“Sct ratin rom dassserbly and repair of part which are not nested 
in this manual, 23 well as settings and remodelling. . 











1 Be sure to turn OFF the main power 
switch and unplug the AC power 
cord from the receptacle. 





2 Remove the screws of the back 
door. 


key, turn it clockwise and remove 


3 | Insert the attached maintenance 
the back door. 








sNever touch any part over the. 
“DANGER: HIGH VOLTAGE! area 








4 Disconnect the wiring from the 
pedal unit potentiometer. 
Loosen the lock screws and take 
out the gears. 





Acceleration Vy 





*If the lock screws are in a position 
where it is difficult to loosen them, 
press the pedal so that they are 
positioned favorably for fooseing. 


MEMO 
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7 Maintenance 








5 i Remove the hexagon nut and 
separate the potentiometer. 


6 [ Fit new potentiometer first and then 
the gears. 










«Be sure to make the adjustment 
on the next page before tightening 
up the gears’ lock screws. 

«When replacing the potentiometer 

with new one, be sure to first make 

the adjustment on the next page. 


MEMO 


Hi How to adjust the pedal unit (acceleration and brake) potentiometers = = = 


Spring washer 
Hexagon nut 


Pog, 


Potentiometer Flat washer 











1 Without touching the pedal, 
adjust the potentiometer with a 
flatbiade screwdriver. 

[Adjusting method] 

*Potentiometer for accelerator 


Fully tum the potentiometer counterciockwise 
and then tum it back by about 10°. 















*Potentiometer for brake 
Fully turn the potentiometer clockwise and 
the tum it back by about 10°. 








2 Tighten up the gears’ lock screws. 
Be careful not to confuse the 
wiring. 

3 Attach the back door in position, 
and turn the maintenance key 
counterclockwise. 


4 | Fix the back door thitly with the 
screws. (Loose screws may 
activate the door switch, whitch 
keep of the power.) 











5 [ Plug the power cord in the receptacle and turn ON the main power switch. 
Carry out “5-2 Checking the game performance” on page 24. 


6 Call up the “/O CHECK’ screen, show on page 27. Step on the acceleration 


pedal and brake pedal and make sure the “I” make comes to the MIN and 
MAX positions. 


§2 
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7-5 Replacing the shift unit microswitch 


Hl How to replace the shift unit microswitch == == == == se me ee oe oe oe ee 


“Before replacing the shift unit microswitch, be sure to turn OFF the main 
"power switch and unplug the power.cord from the receptacle... 
‘When replacing parts, be sure to use parts of the correct specifications.. 
*Strictly refrain from disassembly and repair of parts which are not indicated 
in this manual, as well as settings and remodelling. 











1 Be sure to turn OFF the main power 
switch and unplug the AC power 
cord from the receptacle. 

2 Remove the screws and take out 
the shift unit. 








Remove the screws and take out 
the microswitch and plate. 


hb Ww 


When replacing the microswitch 
with new one, be careful to position 
the microswitch correctly. Do not 
confuse the wiring. 








5 |] Place the shift unit back into 
position. 





*Place the shift unit in the specified 
position. See the figure at right. 
“DOWN’ to face the monitor 

“UP” to face the player 


MEMO 
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7-6 Inspecting and replacing the motor brushes 


At the motor of the steering wheel unit are fitted two motor brushes. The motor 
brushes are worn every time when the machine is operated. It is therefore 
recommended to do periodical checking about every 2000 hours. 


Mi How to inspect and repiace the motor brushes == == == a= ew we eu eu oe oe oe en 


-- «Before inspecting and replacing the motor brushes, be sure to’ turn OFF 
the main power switch and ‘unplug the power cord from the receptacle. 
*When replacing parts, be sure to.use parts of the correct Bpeskieetone: 
Never use parts other than the specified ones. ; 
 *Strictly refrain from disassembly and repair of parts which are not indicated 
-in-this manual, as well as settings and remodelling. ZS 











switch and unplug the AC power 


1 | Be sure to turn OFF the main power 
cord from the receptacle. 


Referring to page 48, separate the Ba 
control panel from the main unit. 


3 Disconnect the wiring from the 
motor. 








remove the screw caps and take 


4 Using a Flatblade screwdriver, 
out the motor brushes. 







*Check to see if the motor brush 
has worn out up to the marked line. 
If so, replace the motor brush with 


new one. 
MEMO 
5 | Install the motor brushes back into 













position. Attach the contro! panel 
in place. 
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7-7 Replacing the timing belt and adjusting its tension 


HiHow to replace the timing bet === ess 25] ] 2 = 68mm 


~ he 


*Before replacing the timing belt and adjustin: its tension, be'sure to turn 
OFF the main | power ee and unplug the pewer cord from the 
receptac 

*When.replacing parts, be sure to use Leen bo the correct specifications. 
Never use parts other than the specified 

“Strictly refrain fom dacnomy an op ofp arts which are not indicated 

in this manual, aswell as settings : elling. 

















1 Be sure to tum OFF the main power 
switch and unpiug the AC power 
cord from the receptacie. 

| Referring to page 48, separate the 
control panei from the main unit. 


3 Loosen the four motor bracket lock 
screws and the lock nuts first, and 
then the two adjuster bolts. 


potentiometer bracket first and then 


| Referring to page 49, remove the 
undo the timing belt. 








Hi How to adjust timing belt tension == == me me me me me oe oe ee ee ee 








1 Keeping loose the motor bracket | Appropriate timing belt sag 
fixing screws and the adjuster bolts, 
apply a new timing belt on the Apply 2.8kg(6.21b) load 
pulley. at the center \ Deflection to be 
less than 1.5mm 
(0.06in) 
2 Make sure the timing belt runs in 
mesh with the pulley. 
Tighten the adjuster bolts to |  Puiley(at motor side) Pulley 
achieve the deflection specified in | preferably use a tension gauge available on the market 
the figure. baiererd adjustment For frequency measurement,set 
to iz. 








specified. Tighten up the lock nuts 
for the adjuster bolts. 


slf the timing belt has a wrong 
deflection, it may break or wear out 
much earlier than expected. 


MEMO 


3 | Make sure the deflection is as 
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7-8 Resetting the circuit protector 


If an overcurrent or short circuit occurs, the circuit protector will be automatically 
actuated to protect the electric circuits of the game machine. When resetting the 
circuit protector, turn OFF the main power switch, unplug the power cord from the 
receptacle, eliminate the cause, and then press the button of the circuit protector. 


How to reset the circuit protector ====s=s ss e525 85 800 = 


c A 


*Before resetting the circuit protector, be sure to turn OFF the main power 
switch and unplug the power cord from the receptacle. 

elf the circuit protector trips soon again, immediately turn OFF the main 
power switch, unplug the power cord, and contact your nearest dealer. 

¢There is high voltage inside the machine. Only the qualified industry 
specialist is allowed to open the back door. With the back door open, be 
very careful not to touch the monitor and its nearby parts. 

elf the sub power switch of the service panel is turned OFF without turning 
OFF the main power switch of the power unit, some parts in the units 
remain live. When opening the back door, be sure to turn OFF the main 
power switch and unplug the power cord from the receptacle. 

elf the machine is in abnormal conditions and does not operate normally, 
immediately turn OFF the main power switch, unplug the power cord from 

the receptacle and contact your nearest dealer. 



























Be sure to turn OFF the main power Power unit 
switch and unplug the AC power 


cord from the receptacle. 
Circuit protector (10A) 


Press the button on the circuit 
protector of the power unit. 


2 Remove the cause of the trouble. ‘ 
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7-9 Adjusting the monitor 


The monitor has already been adjusted at the time of shipment, but it may be 
readjusted as desired. 
When adjusting the monitor, refer to “SCREEN CHECK’ and “COLOR CHECK’ on 


page 28. 
A 


*There is high voltage inside the machine. Only the qualified industry 
specialist is allowed to open the back door. With the back door open, be 
very careful not to touch the monitor and its nearby parts. 










Hi Monitor adjustment PCB se = 2 ee eB eS ee eee eee 


The monitor adjustment PCB is located inside the game machine. When adjusting 
the monitor, pull the control panel. (See page 48 and 49) 
















Monitor adjustment PCB 
















































Contrast adjustment 
3 Z Used to changes the contrast. 
2 ROGAN Red input gain adjustment 
Changes red brightness. Tuming it clockwise will make the red deeper. 
2 CAIN Green input gain adjustment 
= Changes green brightness. Turing it clockwise will make the green deeper. 
4 B.GAIN Blue input gain adjustment 
S Changes blue brightness. Tuming it clockwise will make the blue deeper. 
5 BRIGHT ; mie 
Changes brightness. Tuming it clockwise will make the image brighter. 
6 HSIZE Horizontal screen size adjustment 
Changes the width of the screen. 
7 | HOS! Horizontal image position adjustment 
Changes the image position in the horizontal direction. 
8 V.SIZE Vertical screen size adjustment 
Changes the height of the screen. 
9 v 1 Vertical image position adjustment 
= Changes the image position in the vertical direction. 
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7-10 Troubleshooting 


If the power switch is turned ON but the machine fails to start properly, take the following 


measures. 


If the machine still malfunctions or any other problem than described below 


occurs, immediately turn OFF the main power switch, unplug the power cord from the 
receptacle and contact your nearest dealer. 





Trouble 


Possible causes and check points 


Measures 





No image on screen, title unit 
fluorescent light failure to light 
up. 


*No power turned ON. 
(Main power switch, Sub-power 
switch.) 


Power cord disconnected from 
the machine or wall outlet. 


*Back door open or loosely 
closed. 


*Circuit protector activated. 


*Turn ON the power switch. 
Check also the shop's circuit 
breaker. (See page 42.) 


*Reconnect the power cord 
tightly. (See page 42.) 


*Screw down the back door 
tightly. (The door switch has 
been activated to cut off the 
power.) (See page 42.) 


*Take measures, referring back to 
page 56. 





No image on screen : title unit 
fluorescent light on. 


*Memory card not inserted. 


*PCB unit defective. 


*Monitor defective. 


*Check the memory card for wrong 
position. (See page 41.) 


-lmmediately turn OFF the main 
power switch, unplug the power 
cord from the receptacle and 
contact your nearest dealer. 





Title unit fluorescent lamp 
failure to light up. 


-Fluorescent lamp or glow lamp 
broken. 


Replace the fluorescent lamp or 
glow lamp with new one of the 
same type. (See page 46.) 

















Screen too dark or too bright. | -Monitor maladjusted. -Readjust the brightness on the 
monitor adjustment PCB. 
(See page 57.) 
Start button malfunctioning. Switch wires disconnected from -Reconnect the switch wires to the 
start button. socket. (See page 47.) 
Start button defective. *Replace the start button with new 


one. (See page 47.) 
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nnn EE eeeeeeeeeeememee sommes 





Trouble 


Possible causes and check points 


Measures 





Start button functioning, but 


-Lamp wires disconnected from 


*Reconnect the switch wires to the 





failure to light up. start button socket, or reversely socket. (See page 47.) 
connected. 
Start button lamp (LED) *Check the performance on the 
defective. “I/O CHECK” screens. Replace 
the start button as required. 
(See page 27 and 47.) 
Coin selector malfunctioning. | *Coin selector defective. Check the performance on the 


“I/O CHECK” screen. 

If malfunctioning, replace the 
coin selector or microswitch with 
new one. (See page 27 and 45.) 





No sound or too loud (or too soft) 
sound. 


*Sound level maladjusted. 


*Make proper setting on the 
“SOUND OPTIONS” screen. 
(See page 29.) 





Pedal unit malfunctioning. 


Wires disconnected from 
potentiometer. 


-Potentiometer maladjusted. 


-Potentiometer defective. 


*Reconnect the wires to the 
potentiometer. (See page 48.) 


*Check the performance on the 
“I/O CHECK” screen and readjust 
the potentiometer. 

(See page 27 and 48.) 


*Check the performance on the 
“I/O CHECK” screens. Replace 
the potentiometer as required. 
(See page 27 and 48.) 





“BAD” displayed on the “DISK 
MEDIA CHECK” screen in 
test mode. 


*Memory card defective. 


Immediately turn OFF the main 
power switch, unplug the power 
cord from the receptacle and 
contact your nearest dealer. 





“HARDWARE ERROR (***)” 
displayed on screen: game 
failure to start. 





-Something wrong with the 
hardware. 








-Write down the error code 
displayed. Immediately turn OFF 
the main power switch, unplug 
the power cord from the 
receptacle and contact your 
nearest dealer. 
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Trouble 


Possible causes and check points 





“OK” appears at the initial 
device check, but this check 
is repeated without going to 
the game mode. 


or wires broken. 


*Some connectors disconnected -Turn OFF the main power 








switch, unplug the power cord 
from the receptacle and check 
all the connectors for poor 
contact. If all the connectors 
are tightly connected but the 
same trouble occurs, contact 
your nearest dealer. 





“NETWORK ERROR” 
displayed: failure to play 
networked. 





*“NETWORK ID” wrongly set. 


*Networking cable defective. 


*One of the networking cable has 
been disconnected from during 


play. 





*One of the networking cable has 


been internally broken or broken. 





+Make correct network ID on the 
“NETWORK OPTIONS?” screen in 
the test mode. (See page 32.) 

















*Reconnect the networking cabie 
between the machines 

(see page 23) or replace the 
networking cable. 


°1.Turn OFF the main power switch. 
2.Connect the networking cable 
properly. 
3.Tum ON the main power switch 
again. 


*Replace the networking cable with 
new one. 





*You can also use 
commercially-sold video 
cable (75Q3C-FV) 
having a lengh of 2m 
(78.74 in) or less. 


MEMO 










“DNC” and “I” marks 
appearing alternately at 
STATUS on “NETWORK 
OPTIONS” screen, or 
“ERROR?” happening more 
often. 


-Supply voltage drop or unstable. 
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*Connect the networked 
machine’s power plug to the 
same wall outlet. 
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8-1 Label locations and exploded view 


Hi Label ee eee ee eee 


1 

































































No. CODE No. NAME QTy NOTE 
1 | 0000096944 LABEL, PLAYING A/HD 2 
2 | 0000096945 LABEL, PLAYING B/HD 1 
3 | 0000096518 LABEL, SIDE L 1 
4 | 0000096521 LABEL, SIDER 4 
5 | 0000096530 LABEL, KONAMI L 1 
6 | 0000096531 LABEL, KONAMI R 1 
7 _| 0000096532 LABEL, SEAT A 2 
8 | 0000096536 LABEL, SEAT B/L 2 
9 | 0000096537 LABEL, SEAT B/R 2 
10 | 0000096538 LABEL, SEAT C 2 
11 | 0000096522 LABEL, COMPANE A 2 
12 | 0000096523 LABEL, COMPANE B 2 
13 | 0000096528 LABEL, COMPANE C 2 
14 | 0000096529 LABEL, COMPANE D 2 | 
15 | 0000081263 LABEL, METER 2 
16 | 0000037716 LABEL, ENTRY 1 
17 | 0000037424 LABEL, SEAT 2 
18 | 0000096546 LABEL, ZEICHEN 1 Player’s No. (1P to 4P) 
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8-2 Wiring diagram GMA41-TB specifications for regions using 110 voltage area in Asia. 1/3 
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Wiring diagram (1 P) GMA41-TB specifications for regions using 110 voltage area in Asia. 2/3 
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Wiring diagram (2P) 


GMA41-TB specifications for regions using 110 voltage area in Asia. 3/3 
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Wiring diag ram GMA41-HD specifications for regions using 220 voltage area in Asia. 1/3 
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Wiring diagram (2P) GMA41-HD specifications for regions using 220 voitage area in Asia. 3/3 
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